
AFTER SALES SERVICE & SPARE PARTS CR12000C TANK SPECIFICATIONS

CURRY SUPPLY CO.
CA12000V WATER TANK

VOLVO A60H ARTICULATED DUMP TRUCKS

sales@colemansequipment.com.au | colemansequipment.com.au | +61 2 6362 1101

31 Colliers Ave, 
Orange NSW 2800

Monday to Friday
8:00am to 5:30pm

Saturday
By Appointment

Sunday
Closed

Coleman’s Equipment are Exclusive Partners 
with Curry Supply Co. Providing Australia, 

New Zealand and the South Pacific with the 
Best Quality Water Tanks for Off-Highway 

Articulated and Rigid Trucks



colemansequipment.com.au
sales@colemansequipment.com.au

+61 (02) 6362 1101
31 Colliers Ave Orange NSW 2800 AustraliaCA12000V WATER TANK

FITTING
Volvo A60H 
Articulated Trucks

CAPACITY
45,500 Litres / 12,000 US 
Gallons

CONSTRUCTION 
High Standard ASTM-A 
1/4” - 1.2” Steel

CURRY SUPPLY CO. CA12000V 
WATER TANK SPECS:

OPTIONAL EXTRA’S & SPARE PARTS

IN CAB CONTROL UNIT

Coleman’s Equipment has a large workshop facility in 
both Orange & Wollongong, NSW, which enables a wide 
range of specifications to be completed on all of our 
equipment, including:

• Full MDG15 Mine Specification to Trucks, Tanks and 
Other Available Equipment

• Water Level Monitor’s, Displays, & Auto Shut Off
• Worklights & Other Electrical Works
• Fast Fill for Fuel
• Evac Systems for Transmission, Engine & Hydraulic 

Compartments, and
• Much, Much More.

The Coleman’s Equipment Parts Team can assist with a 
full range of In Stock Curry Supply Co Parts, whether it be 
consumable items such as Spray Head Diaphragms, 
O-Rings and Gaskets through to Damage Items, such as 
Canon’s, Water Pumps & Hose Reels.

• 100% Australian/US Built for Australian Conditions
• Constructed of High Standard ASTM-A 1/4” - 1.2” 

Steel,
• Interior Protective Coating for optimum protection,
• Extensive Tank Baffling - creating stability without 

losing capacity,
• Under body Stone Chip Protection Coating,
• Low Profile/Low Centre of Gravity,
• Berkeley Style 4 X 3 Hydraulic Water Pump. 
• Rear Mounted Ladder,
• In Cab Operators Instruction Decals,
• Manual Rewind Hose Reel,
• Operations & Parts Manual,
• Centre of Gravity Report.

• Pump - On/Off
• 3 x Rear Sprays
• 2 x Top Mounted Batter Sprays
• Elkhart Brass Nitro Water Canon including Spray 

Pattern
• VFD Gravity Drop At Rear of Tank

CA12000V TANK SPECIFICATIONS
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12K ARRTIC TANK, VOLVO A60


